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油冷卻機系列/ OIL COOLER UNIT
KO series

油冷卻機系列/ OIL COOLER UNIT
KO series

水冷卻機系列/ WATER COOLER UNIT
KW series

切削液、研磨液、放電油冷卻機系列/ CUTTING FLUID UNIT
KE series

切削液、研磨液、放電油冷卻機系列/ CUTTING FLUID UNIT
KN series

電控箱空調冷卻機系列/ AIR-CONDITION UNIT
KAC series

熱管式熱交換器系列/ COOLING & HEAT EXCHANGE UNIT
C&H series



油溫溫控制冷卻器

Oil Cooler Unit

K__

KO

水溫控制冷卻器   

Water Chiller Unit
KW

放電加工專用油油冷卻器 、 切削液、
研磨液專用油冷卻
EDM Oil Cooler Unit, Cutting Fluid , 
Grinding Fluid Oil Cooler Unit

冷卻能力

Cooling 
Capacity

油箱

Tank

水箱

Tank

冷卻能力

Cooling 
Capacity

KE

標準數位控制
Standard Digital Control

S AC 控制迴路
AC Control Circuit

A 精密溫度控制+0.5℃
Precise Temperature Control +0.5℃
C 定溫控制

Fixing Temperature Control
UL & CSA 
認証冷卻機

UL & CSA      
Certificatio Oil Cooler 
& Water Chiller

1

定溫控制
Fixing Temperature Control

1

差溫控制
Differential Temperature Control

2

機體同調
Adjusing according machine 
temperation

3

精密溫度控制+0.2℃
Precise Temperature Control +0.2℃
K

高溫型
Fixing High ambient Temperature

H

軸流散熱
Axial Fan Cooling

N

DC 控制迴路
DC Control Circuit

D

標準數位控制
Standard Digital Control

S

簡易數位控制
Simple Digital Control

S1

標準數位控制&使用PT100感溫計
Standard Digital Control With PT100 Sensor

S2

故障輸出顯示&數據連線控制
Alarm Output Display and Digital Connection

S3

高精度溫度數位控制&數據連線
HighPrecise Temperature Control & Digital 
Connection

S4

P: 泵浦
Oil Pump (KO Unit)
Water Pump (KW Unit)

M: 攪拌馬達
Mixing Motor (KN unit)

浸漬式切削液、研磨液專用油冷卻器
Impregnation Type Cutting Fluid, Grinding 
Fluid Oil Cooler Unit

KN

風冷式冷卻機
Air-cooled cooler

KAW

電控箱空冷卻器
Air-Condition Unit

KAC

外掛式
Outdoor

F

內掛式
Indoor

R

KAC 2 F/R S H 1

4 P T S A C 1 UC-



機型 / Model KO-4PS KO-6PS KO-8PS KO-12PS KO-18PS KO-2KPS KO-3KPS KO-4KPS KO-5KPS KO-6KPS KO-7.5KPS KO-10KPS KO-15KPS KO-20KPS

3 ~ 220 VAC 50 /60 Hz

24 VDC / 220VAC

油壓油、潤滑油 4-300 cSt  Hydraulic Oil, Lubricating Oil 4-300 cSt

定溫式 (設定範圍: 5 - 40℃) / Fix Temperature (Setting Range:  5 - 40℃)

差溫式 (室溫/油溫追蹤控制 設定範圍: -15 ~ +15℃) / Differential Temperature (Room Temperature/Fluid Temperature , Setting Range: -15 ~ +15℃)

差溫式機體同調 (機體溫度/油溫追蹤控制設定範圍: -15 ~ +15℃) / Differential Temperature. Liquild temperature Synchronized Adjustment with spindle column. (Fluid Temperature/Casting Temperature, Setting Range: -15 ~ +15℃)

5 ~ 40℃

5 ~ 40℃

主電源電壓 / Main Power Source Voltage

操作廻路 / Control Circuit Voltage

泵浦流量 / Pump Flow  50 / 60 Hz

進出口尺寸 / In / Out Port Size

kcal/hr

W

L/min

Inch

定溫式 Fixed Temperature

差溫式 Differential Temperature

機體同調式 Adjusing according machine temperation

環境溫度℃ Envirtonmental Temperature

流體溫度℃ Fluid Temperature

電源 / 
Power Source

冷卻能力 / 
Cooling Capacity 50 / 60 Hz

溫度控制 / 
Temperature Control

外型尺寸 / Dimension
WхDхH mm

重量 / Weight KG

適用範圍 / Ambient 
Temperature Working Rang

使用流體 / Applicadle Fluid

800 / 1000

925 / 1160

4.5 / 7.2

PT 1/2”

1200 / 1500

1390 / 1740

12 / 15 16 / 20

1600 / 2000

1860 / 2325

2400 / 3000

2790 / 3488

PT 3/4”

3600 / 4500

4185 / 5230

4800 / 6000

5580 / 6975

24 / 30

7200 / 9000

8370 / 10465

32 / 40

PT 1”

18000 / 22500

20880 / 26100

120 / 150

PT 2” PT 2-1/2”

24000 / 30000

27840 / 34800

150 / 180

9600 / 12000

11160 / 13950

12000 / 15000

13920 / 17400

50 / 70

PT 1-1/4”

1110x710x1560 1350x850x1850

1. 以上冷卻能力在環境溫度32℃, 出口液溫25℃及220VAC 60Hz條件下測得。  / All cooling capacity at an ambient temperature of 32 ℃, outlet liquid temperature of 25 ℃ and 220VAC 60Hz are measured.
2. 特殊電壓及規格設計,請與本公司連絡。/ Special voltage and specifications requested, please contact us.
3. 本公司因技術更新及品質提升而變更本規格,恕不另行通知。 /  Due to technological upgrading and quality improvement and change this specification without notice.

4. kcal/hr*3.968=BTU
5. 濾罐、濾心為選配商品，部分機型建議加裝，如需建議請洽業務部門。 /  
    The filter cans and filter elements are optional products, some models are recommended to be installed. If need our suggestions, please contact the business department.

無油箱 / NO tank

無油箱 / NO tank

380x460x690

50

520x540x871

85

545x620x900

100

510x675x1045

125

510x680x1045

125

660x760x1045

175

14400 / 18000

16704 / 20880

60 / 75

1130x750x1830 1650x1235x1850 2200x800x2050

270230 250 330 350

36000 / 45000

41760 / 52200

200 / 250

48000 / 60000

55680 / 69600

200 / 300

400 500



機型 / Model KO-4PTGS KO-4PTHS KO-4PTS KO-6PTS KO-8PTS KO-12PTS KO-18PTS KO-2KPTS KO-3KPTS KO-4KPTS KO-5KPTS KO-6KPTS KO-7.5KPTS KO-10KPTS KO-15KPTS KO-20KPTS

3 ~ 220 VAC 50 /60 Hz

24 VDC / 220VAC

油壓油、潤滑油 4-300 cSt  Hydraulic Oil, Lubricating Oil 4-300 cSt

定溫式 (設定範圍: 5 - 40℃) / Fix Temperature (Setting Range:  5 - 40℃)

差溫式 (室溫/油溫追蹤控制 設定範圍: -15 ~ +15℃) / Differential Temperature (Room Temperature/Fluid Temperature , Setting Range: -15 ~ +15℃)

差溫式機體同調 (機體溫度/油溫追蹤控制設定範圍: -15 ~ +15℃) / Differential Temperature. Liquild temperature Synchronized Adjustment with spindle column. (Fluid Temperature/Casting Temperature, Setting Range: -15 ~ +15℃)

5 ~ 40℃

5 ~ 40℃

主電源電壓 / Main Power Source Voltage

操作廻路 / Control Circuit Voltage

泵浦流量 / Pump Flow  50 / 60 Hz

進出口尺寸 / In / Out Port Size

液體箱容量 / Capacity Of Liquid Tank

kcal/hr

W

L/min

Inch

Liter

定溫式 Fixed Temperature

差溫式 Differential Temperature

機體同調式 Adjusing according machine temperation

環境溫度℃ Envirtonmental Temperature

流體溫度℃ Fluid Temperature

電源 / 
Power Source

冷卻能力 / 
Cooling Capacity 50 / 60 Hz

溫度控制 / 
Temperature Control

外型尺寸 / Dimension
WхDхH mm

重量 / Weight KG

適用範圍 / Ambient 
Temperature Working Rang

使用流體 / Applicadle Fluid

800 / 1000

925 / 1160

4.5 / 7.2

PT 1/2”

1200 / 1500

1390 / 1740

12 / 15

1600 / 2000

1860 / 2325

PT 3/4”

2400 / 3000

2790 / 3488

16 / 20

3600 / 4500

4185 / 5230

16 / 20

4800 / 6000

5580 / 6975

24 / 30

PT 1”

7200 / 9000

8370 / 10465

32 / 40

9600 / 12000

11160 / 13950

12000 / 15000

13920 / 17400

14400 / 18000

16704 / 20880

60 / 75

18000 / 22500

20880 / 26100

120 / 150

24000 / 30000

27840 / 34800

150 / 180

36000 / 45000

41760 / 52200

200 / 250

48000 / 60000

55680 / 69600

200 / 300

6

55

50 / 70

PT 1-1/4” PT 2-1/2”PT 2”

1110x710x1560 1350x850x18501130x750x1830 1650x1235x1850 2200x800x2050

1. 以上冷卻能力在環境溫度32℃, 出口液溫25℃及220VAC 60Hz條件下測得。  / All cooling capacity at an ambient temperature of 32 ℃, outlet liquid temperature of 25 ℃ and 220VAC 60Hz are measured.
2. 特殊電壓及規格設計,請與本公司連絡。/ Special voltage and specifications requested, please contact us.
3. 本公司因技術更新及品質提升而變更本規格,恕不另行通知。 /  Due to technological upgrading and quality improvement and change this specification without notice.
4. kcal/hr*3.968=BTU
5. 濾罐、濾心為選配商品，部分機型建議加裝，如需建議請洽業務部門。 /  
    The filter cans and filter elements are optional products, some models are recommended to be installed. If need our suggestions, please contact the business department.

有油箱 / With tank

有油箱 / With tank

380x480x690

10

60

370x440x832

15

70

475x450x950

60

220

100

300

150

400

200

450

300

500

350

600265 280

80

660x835x1400

25

112

552x570x1185

45

170

510x710x1300



機型 / Model KW-4PTS KW-6PTS KW-8PTS KW-12PTS KW-18PTS KW-2KPTS KW-3KPTS KW-4KPTS KW-5KPTS KW-6KPTS KW-7.5KPTS KW-10KPTS KW-15KPTS KW-20KPTS

3 ~ 220 VAC 50 /60 Hz

24 VDC / 220VAC

水 (若需加其他具有防凍、防銹之液體,其成分不可含硫,且酸鹼值不可超出5 ~ 9之間) / Water (To add any other liquid for antifrezzen, antirust that must benon-sulfur and PH shall be between 5 ~ 9)

定溫式 (設定範圍: 5 - 40℃) / Fix Temperature (Setting Range:  5 - 40℃)

差溫式 (室溫/油溫追蹤控制設定範圍: -15 ~ + 15℃) / Differential Temperature (Room Temperature/Fluid Temperature, Setting Range: -15 ~ + 15℃) 

差溫式機體同調 (機體溫度 /油溫追蹤控制設定範圍: -15 ~ + 15℃) / Differential Temperature. Liquild temperature Synchronized Adjustment with spindle column. (Fluid Temperature / Casting Temperature, Setting Range: -15 ~ + 15℃)

5 - 40℃

5 - 40℃

主電源電壓 / Main Power Source Voltage

操作廻路 / Control Circuit Voltage

定溫式 Fixed Temperature

差溫式 Differential Temperature

機體同調式 Adjusing according machine temperation

泵浦流量 / Pump Flow 50/60Hz

進出口尺寸 / In / Out Port Size

kcal/hr

W

室溫 ℃ Room Temperature

液溫 ℃ Fluid Temperature

L/min

Inch

mm

Liter

無水箱 / NO tank

有水箱 / With tank

電源 / 
Power Source

冷卻能力 / 
Cooling Capacity 50 / 60 Hz

溫度控制 / 
Temperature 
Control

外型尺寸 / Dimension
WхDхH

重量 / Weight
 KG

適用範圍 / Ambient 
Temperature Working Rang

使用流體 / Applicadle Fluid

800 / 1000

925 / 1160

7.2 / 14

PT 1/2”
565x325x665

6

38

45

2400 / 3000

2790 / 3488

90

100

3600 / 4500

4185 / 5230

4800 / 6000

5580 / 6975

40 / 50

PT 3/4”

40

PT 1-1/4”
1150x710x1570

62

180

106 / 133

1300x800x1820 2200x850x2070

7200 / 9000

8370 / 10465

600x670x1455

140

170

9600 / 12000

11160 / 13950

200

12000 / 15000

13920 / 17400

64 / 80

220

14400 / 18000

16745 / 20930

1120x710x1785

120

250

300

18000 / 22500

20925 / 26160

PT 2”

160

350

400

160 / 200

PT 2-1/2”

24000 / 30000

27905 / 34880

190

400

450

36000 / 45000

41860 / 52325

250

450

500

48000 / 60000

55810 / 69765

300

520

600

1200 / 1500

1390 / 1740

1600 / 2000

1860 / 2325

26 / 33

PT 1/2”
515x600x1150

20

85

100

560x615x1370

130

150

1. 以上冷卻能力在環境溫度32℃, 出口液溫25℃及220VAC 60Hz條件下測得・ / All cooling capacity at an ambient temperature of 32 ℃, outlet liquid temperature of 25 ℃ and 220VAC 60Hz are measured.
2. 特殊電壓及規格設計,請與本公司連絡。/ Special voltage and specifications requested, please contact us.
3. 本公司因技術更新及品質提升而變更本規格,恕不另行通知。 /  Due to technological upgrading and quality improvement and change this specification without notice.

4. kcal/hr*3.968=BTU
5. 濾罐、濾心為選配商品，部分機型建議加裝，如需建議請洽業務部門。 /  
    The filter cans and filter elements are optional products, some models are recommended to be installed. If need our suggestions, please contact the business department.



機型 / Model KE-4 KE-6 KE-8 KE-12 KE-6PS KE-8PS KE-12PS KE-18PS KE-2KPS KE-3KPS KE-4KPS KE-5KPS

3 ~ 220 VAC 50 /60 Hz

24 VDC / 220VAC

水、水溶性切削油、切削油、研磨油、放電專用油、EDM 放電加工油 / Water, water-soluble cutting oil, cutting oil, grinding oil, electric discharge special oil, EDM oil

固定式 (設定範圍: 15 - 40℃) /  Fixed Temperature (Setting Range:  5 - 40℃)

5 ~ 40℃

5 ~ 40℃

主電源電壓 / Main Power Source Voltage

操作廻路 / Control Circuit Voltage

進出口尺寸 / In / Out Port Size

kcal/hr

W

定溫式 Fixed Temperature

環境溫度℃ Envirtonmental Temperature

流體溫度℃ Fluid Temperature

Inch

WхDхH mm

KG

電源 / 
Power Source

冷卻能力 / 
Cooling Capacity 50 / 60Hz

溫度控制 / Temperature Control

外型尺寸 / Dimension

重量 / Weight

適用範圍 / Ambient 
Temperature Working Rang

使用流體 / Applicadle Fluid

800 / 1000

925 / 1160

365x385x870

42

PT 1”
455x460x915 520x540x871

89

PT 1”
510x675x1045

120

PT 1-1/4”
1130x735x1575

265

1200 / 1500

1390 / 1740

55

1600 / 2000

1860 / 2325

60

1200 / 1500

1390 / 1740

1600 / 2000

1860 / 2325

PT 1”, PT 3/4”

2400 / 3000

2790 / 3488

475x455x915

68

2400 / 3000

2790 / 3488

545x620x900

98

3600 / 4500

4185 / 5230

4800 / 6000

5580 / 6975

7200 / 9000

8370 / 10465

PT 1”, PT 1-1/4”
660x760x1045

160

9600 / 12000

11160 / 13950

12000 / 15000

13920 / 17400

1. 以上冷卻能力在環境溫度32℃, 出口液溫25℃及220VAC 60Hz條件下測得。 / All cooling capacity at an ambient temperature of 32 ℃, outlet liquid temperature of 25 ℃ and 220VAC 60Hz are measured.
2. 特殊電壓及規格設計,請與本公司連絡。/ Special voltage and specifications requested, please contact us.
3. 本公司因技術更新及品質提升而變更本規格,恕不另行通知。 /  Due to technological upgrading and quality improvement and change this specification without notice.

4. kcal/hr*3.968=BTU
5. 濾罐、濾心為選配商品，部分機型建議加裝，如需建議請洽業務部門。 /  
    The filter cans and filter elements are optional products, some models are recommended to be installed. If need our suggestions, please contact the business department.



機型 / Model KN-6S KN-8S KN-12S KN-18MS KN-2KMS KN-3KMS KN-4KMS KN-5KMS

3 ~ 220 VAC 50 /60 Hz

24 VDC / 220VAC

水、水溶性切削油、切削油、研磨油、放電專用油、EDM 放電加工油 / Water, water-soluble cutting oil, cutting oil, grinding oil, electric discharge special oil, EDM oil

固定式 (設定範圍: 15 - 40℃) /  Fixed Temperature (Setting Range:  5 - 40℃)

5 ~ 40℃

5 ~ 40℃

-

560x670x1500

主電源電壓 / Main Power Source Voltage

操作廻路 / Control Circuit Voltage

進出口尺寸 / In / Out Port Size

kcal/hr

W

定溫式 Fixed Temperature

環境溫度℃ Envirtonmental Temperature

流體溫度℃ Fluid Temperature

Inch

WхDхH mm

KG

電源 / 
Power Source

冷卻能力 / 
Cooling Capacity 50 / 60Hz

溫度控制 / Temperature Control

外型尺寸 / Dimension

重量 / Weight

適用範圍 / Ambient 
Temperature Working Rang

使用流體 / Applicadle Fluid

1200 / 1500

1390 / 1740

510x590x1270

72

1120x820x1710

1600 / 2000

1860 / 2325

2400 / 3000

2790 / 3488

545x660x1195

85

4800 / 6000

5580 / 6975

130

7200 / 9000

8370 / 10465

810x830x1650

170

3600 / 4500

4185 / 5230

125

9600 / 12000

11160 / 13950

300

12000 / 15000

13920 / 17400

310

1. 以上冷卻能力在環境溫度32℃, 出口液溫25℃及220VAC 60Hz條件下測得。 / All cooling capacity at an ambient temperature of 32 ℃, outlet liquid temperature of 25 ℃ and 220VAC 60Hz are measured.
2. 特殊電壓及規格設計,請與本公司連絡。/ Special voltage and specifications requested, please contact us.
3. 本公司因技術更新及品質提升而變更本規格,恕不另行通知。 /  Due to technological upgrading and quality improvement and change this specification without notice.

4. kcal/hr*3.968=BTU
5. 濾罐、濾心為選配商品，部分機型建議加裝，如需建議請洽業務部門。 /  
    The filter cans and filter elements are optional products, some models are recommended to be installed. If need our suggestions, please contact the business department.



機型 / Model KAC-1.5FS KAC-2FS KAC-3FS KAC-4FS KAC-6FS KAC-8FS KAC-12FS KAC-18FS KAC-20FSKAC-3RFS KAC-4RSKAC-4FS-H50 KAC-6RS

固定式 Fixed Type (設定範圍 Setting Range:  25℃~35℃)

10 ~ 40℃

PT 1/2”

kcal/hr

W

℃

℃

Inch

mm

KG

電源 / Power Source

冷卻能力 / 
Cooling Capacity 50 / 60Hz

箱內溫度控制 / Temperature Control

適用範圍 / Ambient Temperature Working Rang

排液口口徑 / Drain Port Size

外型尺寸 / Dimension   WхDхH

重量 / Weight

335 / 380

390 / 440

285x255x615

30

450 / 515

520 / 590

365x265x625

34

670 / 755

780 / 880

365x265x625

34

895 / 1000

1040 / 1170

365x265x725

38

1345 / 1510

1560 / 1760

375x280x845

50

KAC-6FS-N KAC-8FS-N

1345 / 1510

1560 / 1760

308x388x1080

60

1795 / 2015

2087 / 2343

375x280x845

52

1795 / 2015

2087 / 2343

308x388x1080

60

2116 / 2492

2460 / 2898

555x265x1285

82

4800 / 6000

5580 / 6975

515x400x1595

135

670 / 755

780 / 880

305x225x850

35

895 / 1000

1040 / 1170

PT 3/8”
305x225x850

48

1345 / 1510

1560 / 1760

530x220x850

50

895 / 1000

1040 / 1170

375x280x850

42

3 Phase AC 220 or 380 or 415 V 50 /60 Hz

3600 / 4500

4185 / 5230

515x400x1595

135

1 Phase AC 220 V 50 /60 Hz

1. 特殊電壓及規格設計,請與本公司連絡。/ Special voltage and specifications requested, please contact us.
2. 本公司因技術更新及品質提升而變更本規格,恕不另行通知。 /  Due to technological upgrading and quality improvement and change this specification without notice.
3. kcal/hr*3.968=BTU



機型 / Model CH-1A CH-2A CH-3A CH-5A CH-7A CH-10A

W

W / ℃

W

VA

內掛式 / Indoor

外掛式 / Outdoor

內掛式 / Indoor

外掛式 / Outdoor

電源 / Power Source

熱交換量 / Quantity of Heat Exchange

冷卻能力 / Cooling Capacity 

風扇馬達功率 / Fan Motor

耗電量 / Power Consumption

外型尺寸 / Dimension 
WхDхH mm

重量 / Weight
KG

100

5

50

60

1 Phase AC 220 V 50 /60 Hz

1. 特殊電壓及規格設計,請與本公司連絡。/ Special voltage and specifications requested, please contact us.
2. 本公司因技術更新及品質提升而變更本規格,恕不另行通知。 /  Due to technological upgrading and quality improvement and change this specification without notice.

252x72x480

6

200

10

50

60

255x78x580

8

300

15

70

90

250x80x780

10

500

25

70

90

295x90x780

12

700

35

70

90

298x120x860

13

1000

50

140

180

415x125x940

20


